
BIO 900
8,000

200,000
3.5-inch TF Screen

RS 232/485, TCP/IP, USB-Host/Client

ID/Mifare/HID, External Printer, ADMS,WIFI,GPRS,3G
DC 12V 3A

≤0.5 sec
0  ◦C -45 ◦C
20%-80%

225.2*166.0*46.3mm

MODEL
Fingerprint Capacity
ID Card Capacity
Record Capacity
Display

Access Control Interface
Wiegand Signal

Power Supply

Dimension

Biometric Access Control Unit
BIO-900

BIOMETRIC ACCESS CONTROL & TA
BIO-900 / BIO-781 / BIO-788 

FEATURES BIO 800

Stores 200,000 templates 
Fingerprint and/or PIN / Face

Face Reader Access Control & TA
BIO 781 FRPAT/AC (Face, RFID)

BIO 788 FF (Face, Fingre, RFID)

MODEL
Hardware
Image Sensor
Display
Face Capacity
ID Card Capacity
Logs Capacity
Algorithm Version

Access Control
( Only for BIO-781 FRP AC ) 

Power Supply

Dimension (LxHxD)

BIO-781 FRPAT / AC

Dual Stereo Sensor
3” Touch Screen

10,000
100,000
Bio 78

TCP/IP , USB Host

Self-Service Query, Work Code, T
9 input, 9 digit user ID, 

DLST,Scheduled-bell

Mifare Card
12V /1.5 A

 < 1 Sec
-10°C~ 55° C
20% ~ 80%

104.70 x160.00x36.00

Sensor
Signal 
Video 
Mode

Min Ill
SNR
BLC
AGC
IR Sensor

Complimentary Metal Oxide semi conductor
Switcheable

1.0Vp~p 75ohm
Interleaved 2 : 1

4 Megapixel
0.0 Lux
>50dB
Auto
Auto

850nm wave length

CPU
Memory

Fingerprint Sensor
Camera
Display
Face Capacity
Fingerprint Capacity
ID Card Capacity
Logs Capacity
Algorithm Version

Access Control Interfaces

Wiegand Signal

Power Supply

Dimension (LxHxW)

Bio 788 CPU 630MHz
256M Flash 64M SDRAM

ZEM600

3 in TFT Touch Screen

100,000
7.0 

Finger10.0
TCP/IP, RS232/485

3rd party electric lock,

Wiegand in and out
ID / Mifare card / HID

12V DC, 3A
32°-105°F (0°-42°C)

20%-80%
10.8 x 3.9 x 7.7 in

FEATURES

I/O ports for access control

Web based management

Unified control point

SELECTION
One door & two way control (PR-8912)
Two doors & two way control (PR-8922)
Four doors & one way control (PR-8941)

PR-8900 ACCESS CONTROL UNIT BOX
Code

PR-8900

PR-MBRA

PR-PS123

PR-DI4L

PR-KY11

PR-89SW

Gross weight

Size

Catalogue

Qty

1

1

1

1

2

1

1

1

1

Control Panel

Metal Case Housing

Metal case housing key

3.35Kg

380x80x290mm (LxHxW)
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MULTI DOOR ACCESS CONTROLLER
PR-8900 Series

PR-7312 / PR-7324

FEATURES
PR-7312
Standard wiegand 26
Card storage 3000
Off-lines record storage 7000
Working voltage DC 10~15V

SELECTION
One-door two-way or two-door 
one-way (PR-7312)
Two-door two-way or four-door 
one-way (PR-7324)

MODEL
CPU
RAM
Flash Memory
User
Event Buffer
Power / Current

Reader Port

Baud Rate

Input Port

Output

LED Indicator

Dimension (mm)

PR-8912

2
26
8

1
1

1x1
1 FORM -C Relay output, 

SPDT

160x106

PR-8922
32 Bit Micro Processor without Interlocked Pipeline 

32 MB
256 MB
30,000 

100,000
DC 9.6-14.4V, 1A Rated Max

4 EA
26
8

RS485, TCP/IP
38 400bps

9600bps, 19200bps, 57600bps
2
2

2x2
2 FORM -C Relay output, SPDT
2A @ 36V DC / 5A @36V DC

8A @ 30V AC

-10°C ~ +55°C
10% ~ 80% Rh Non-condensing

160x106
345x275x70 (with power supply & metal box)

CE, FCC, RoHS, WEEE

PR-8941

4 EA
26
8

4
4

4x4
4 FORM -C Relay output, 

SPDT

218x106

EA

EA 
Relay (DC)
Relay (AC)

Board
Box

Wiegand (bit)

Recommended
Selectable

Door Sensor
Auxiliary

PIN

Head quarter

Server

TCP/IP Router

RS-232/485

controller 1 controller 2 controller 3 Integrated
Reader

INTERNET

ILLUSTRATION
MODEL

Processor

Controller Address

Reader Interface

Reader Connectable

Card Capacity

Event Record

Output Electric Lock

Input Port

Output Port

Data save mode

Transmission Rate

Network Distance

Working voltage

Working Humidity

PR-7324

16 bit processor

4

15000

30000

4

4

8

8

PR-7312

8 bit processor

2

6000

7000

2

2

6

6

0-31

Wiegand 26

FLASH, Power-down save 20 years

RS-232 / RS-485

4800 / 9600bps

1200m

9~15V DC

-10°C +55°C

10%~90%

>15KV

PR-7300 ACCESS CONTROL UNIT BOX

Code

PR-7300

PR-MBRA

PR-PS123

PR-DI4L

PR-KY11

PR-89SW

Gross weight

Size

Catalogue

Qty

1

1

1

1

2

1

1

1

1

Control Panel

Metal Case Housing

Metal case housing key

3.35Kg

380x80x290mm (LxHxW)
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PR-8912/ PR-8922/ PR-8941
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