
SPECIFICATIONS

PR-680

PR-680

PR-690

PR-690

1047V

1047V

Model
Image Sensor
Video Format
Number of Pixel

Day & Night 

Remote Control
ICR
Lens (Varifocal)
IR Visible Distance

IR LEDs

White Balance
Video Output
Power Supply

Material of Body 
Net Weight

PAL / NTSC

Auto
0 Lux IR LED on
>60dB (AGC off)

Key Pad Control OSD
Yes

30m (2.8 ~12mm),105m(5 ~50mm)
25m(2.8 ~12mm),100m(5~50mm)

30Pcs 850nm
1/50~1/100,000(PAL), 1/60~1/100,000(NTSC)

Auto
1.0Vp~p composite output 75 Ω

DC 12V
IP 67

Aluminum Alloy
960g

1/3” Sony Exview HAD CCD II

PAL : 976(H)x582(V), NTSC : 976(H)x494(V)
700TVL

5 ~ 50mm

PR-1070 KB

PAL / NTSC

Auto
0 Lux IR LED on
>60dB (AGC off)

Key Pad Control OSD
Yes

30m (2.8 ~12mm),105m(5 ~50mm)
25m(2.8 ~12mm),100m(5~50mm)

30Pcs 850nm
1/50~1/100,000(PAL), 1/60~1/100,000(NTSC)

Auto
1.0Vp~p composite output 75 Ω

DC 12V
IP 67

Aluminum Alloy
960g

1/3” Sony CMOS Sensor

PAL : 1280(H)x960(V)
1000TVL

PR-1078 KB

1/3” Sony CCD 
PAL / NTSC
1280x1024

1200TVL
Auto

0 Lux IR LED on
>60dB (AGC off)

Key Pad Control OSD
Yes

30m (2.8 ~12mm),105m(5 ~50mm)
25m(2.8 ~12mm),100m(5~50mm)

6Pcs Array LEDs 850nm
1/50~1/100,000(PAL), 1/60~1/100,000(NTSC)

Auto
1.0Vp~p composite output 75 Ω

DC 12V
IP 67

Aluminum Alloy
960g

PR-1077 KB

Features 1070KB Series
100 Meter Outline Visible Distance

Built-in Removeable IR Cut Filter
Mist Resistance IP 67
LED Constant Current Control 

Model
Image Sensor
Picture Elements

Remote Control
ICR

Lens
15m

IR LEDs

D-WDR
DNR
Video Output
Power Supply

Lightning Proof
Water Proof Rated

1/3”SONY CMOS
1280(H)x720(V)

1000 TVL
0.045Lux / F1.4; 0Lux (IR ON)

More than 54dB
Key Pad Control OSD

YES
2D&3D

Fixed lens 3.6mm
15m
12m

Array LED(3 ea)
1/50~1/100,000Sec
OSD MENU/ Default
OSD MENU/ Default
BNC 1.0Vp-p 75 Ohm

DC 12V
-20oC ~+50oC, RH90%

Yes
IP 66

1/3”SONY CMOS
1024(H)x960(V)

900 TVL
0.045Lux / F1.4; 0Lux (IR ON)

More than 54dB
Key Pad Control OSD

YES
2D&3D

Fixed lens 3.6mm
20m
12m

Array LED(3 ea)
1/50~1/100,000Sec
OSD MENU/ Default
OSD MENU/ Default
BNC 1.0Vp-p 75 Ohm

DC 12V
-20oC ~+50oC, RH90%

Yes
IP 66

1/3”SONY HD CMOS
1280(H)*960(V)

1000 TVL
0.045Lux / F1.4; 0Lux (IR ON)

More than 54dB
Key Pad Control OSD

YES
2D&3D

Fixed lens 3.6mm
25m
20m

26 pcs IR LEDs
1/50~1/100,000Sec
OSD MENU/ Default
OSD MENU/ Default
BNC 1.0Vp-p 75 Ohm

DC 12V
-20oC ~+50oC, RH90%

Yes
IP 66
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High Resolution CCTV IR Bullet Camera
PR-1070 KB Series 

High Resolution CCTV IR Cylindrical Camera
PR-600 Series

High Resolution Long Range Bullet Camera
PR-1079 KB

SPECIFICATIONS
PR-1079 KB
PAL / NTSC
1020(H) x 596(V), 1280x1024
976(H) x 582(V)
15.625[KHz] (H) / 50[Hz] (V)
Auto / FLK / Manual (1/60 ~ 100,000 sec)
NEXTCHIP HAWK-II 
1/3 inch SONY 960H EXVIEW HAD CCD II

2:1 Interlace
Internal
More than 52 dB (AGC Off)
CVBS: 1.0Vp-p / 75Ω composite
0.4Lux at F1.2 (color) / 0.0001Lux (BW for sense up X256) / 0Lux (IR on) 
ATW / AWB / AWC→SET / Manual / INDOOR / OUTDOOR
BLC / HSBLC / Off 
Low / Middle / High / Off

On / Off (3D)
Color / Auto / BW / EXT
AUTO(x2~x256) / Off
(Digital Image Stabilizer) On / Off
x1.0~x32
On / Off (Programmable 8 zones)
On / Off (Programmable 4 zones)
Auto / Manual / Off

Model
TV system
Total pixels

Frequency
ESC
DSP
Sensor

Scanning system
Sync

Video output

White balance
BLC
Gain control
Defect
Smart 3DNR
Day & Night
Sens-up
DIS 
D-Zoom
Privacy

F-DNR (Defog)

D-WDR
Smart IR
Lens Shading

Storage Temp
Power

IR LED
Lens
Accessory

(Digital Wide Dynamic Range) Low-Level / High-Level
On / Off
On / Off
Fan / Heater type -40C~+70C / 30%~80% RH
-20C~+60C/ 20%~90% RH
Dual Voltage DC:10V~30V, AC:10V~28V
DC:Max. 12W, AC:Max. 14.5W 
DC:Max. 1000mA, AC:Max. 600mA 
10pcs High PWR + 30pcs Round IR LEDs 
6.0-50mm TDN ICR AVF LENS
Pole Mount Bracket, Table Mount Bracket

Features
IR LED Gives Light to Dark. 
Giant Size High Power IR LEDs. 
Angles help prevent dark corners. 
Low power for longer life span. 
True color filter for best day or night image. 

SMART 3D DNR 
The high-performance “Supreme1200 TVL 

and alter image to provide clear images even in 
dark environments. User can expect  excellent 

digital bandwidth and storage space

The 1/3” 960H Sony EXVIEW HAD II CCD with 
the newly designed DSP chipset provide the 

color with ultra clear and constant  supreme 
image quality.

F-DNR

severe circumstances:  ambient light, fog, rain, 
snow, etc.

Special
Long Range Bullet with power up to IR 
LEDs. Cable managed thought bracket. 
External adjustment for Zoom and Focus. 
External lid for OSD control and Service Video output. 

Technology
“Enhanced Effio-P" is the latest Sony signal processor which realizes 

technology tree, with all features of Effio-E & 

double scan Sensor working twice as hard 

High Resolution WDR IR Bullet Camera
PRP-600X


