ProLINE () / / // CCTV COAXIAL & AV CABLE
® Coaxial & AV CCTV Cable

Coaxial CCTV Cable

MODEL
Type 305M (1000 Feet) RG59 Coaxial Cable (PR RG-59/ 305) PR RG-59/U 305m
500M (1640 Feet) RG59 Coaxial Cable (PR RG-59/ 500) 4
Inner Conductor Bare Copper resistance <10.5 OHM/100FT \ PR RG‘SQ/U 500m
Diameter (mm) 0.8TMM +/-0.05
Dielectric Foam PE '
Diameter (mm) 3.7+/-0.1
Outer conductor Resistance <2.7 OHM/1000FT Braid
Formation 0.12mm*128
Min coverage 90% CCA
Jacket 167° Fahrenheit PVC white UV cold bend: -4°F ~ 104°F
Min thickness 0.76-0.85mm
Diameter (mm) 6.10+/- 0.05
Packing 1000FT/Wood Drum/CTN or 500FT/Reel In-Box
Characteristic impedance 75+ -1ohm
Capacitance 16.2 PF/FT
Velocity of propagation 0.82 RG-59 / U
5MHz 3.0
50MHz 6.6 W/Power
Max. Attenuation (dB/100m) 200MHz 12.8
800MHz 24.0
1000MHz 28.1 SELECTION
Minimum Return Loss (dB/100m) VHF>18, VHF>16 PR-RG-59/305P RG-59 Cable w/Power
5-470MHz >26dB PR-RG-59/500P RG-59 Cable w/Power
470-1000MHz >22dB PR-RG-59/305 RG-59 Cable w/o Power
Nominal Capacitance (pF/m) 50+3 PR-RG-59/500 RG-59 Cable w/o Power
Type 305M RG59 Coaxicl Cable w/Power (PR RG-59/ 305P)
500M RG59 Coaxicl Cable w/Power (PR RG-59/ 500P)
Power Cable <60V
Working Voltage

SELECTION

PR-10M 10 meter Audio
PR-20M 20 meter Audio
PR-30M 30 meter Audio
PR-40M 40 meter Audio
PR-50M 50 meter Audio

Ready Made Coaxial 2in1 CCTVCable
PR-2120M/ PR-2130M

PROLINE UK, pre-made 20m/30m power/video cable offers
excellent quality video transmission as well as allowing to trans-
mit up fo 12V/24V via the DC power socket

SELECTION
PR-2120M 20meter Coaxial Video & Power cable for CCTV
PR-2130M 30meter Coaxial Video & Power cable for CCTV
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12V / 24V DC CENTRAL POWER SUPPL PROLINE @ , //
PR-1200/ PR-2400 SERIES ®

FEATURE

Input Power: AC 110~220V

Output Power: 12V DC /24V, 5A/10/ 20A
Fuse Protection: each output

LED Indicators: each output

Output over-voltage protection
Over-current protection

Output short circuit protection

SELECTION (12V Series)

PR-12059 12V 5A 9-way CCTV power supply
PR-12109 12V 10A 9-way CCTV power supply
PR-121018 12V 10A 18-way CCTV power supply
PR-122018 12V 20A 18-way CCTV power supply
PR-120505 12V 5A 5-way CCTV power supply

PR-120509C 12V 5A 9-way rechargable CCTV
power supply
PR-1218 SMPS 12V 20A 18-way CCTV power supply

MODEL PR-1201A PR-1215A
Voltage Input 110/220V 50Hz AC  110/220V 50Hz AC
Voltage Output 12V 12V
Current Output 1A 1.5A
Standard SMPS SMPS
Cerfification CE, SGS, EK, CEC  CE, SGS, EK, CEC

FEATURE

4 groups output surveillance
power supply

Input: 86-264V AC, 50-60Hz
Output: DC 12V/2A (500mA*4)
Power: 24W
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PR-1200/ PR-2400 Series
SELECTION (24V Series)

PR-24059 24V 5A 9-way CCTV power supply
PR-24109 24V 10A 9-way CCTV power supply
PR-241018 24V 10A 18-way CCTV power supply
PR-242018 24V 20A 18-way CCTV power supply
PR-240505 24V 5A 5-way CCTV power supply

PR-240509C 24V 5A 9-way rechargable CCTV
power supply

CCTV POWER ADAPTER
PR-1201 A/ PR-1215A/1265A

CCTV Power Adapter
PR-1201A/ PR-1215A/ PR-1265A

(SAD 6.5A)

(SAD 1A) (SAD 1.5A)

PR-1265A

110/220V 50Hz AC
12V

6.5A

Linear

CE, SGS, EK, CEC

4-Way CCTV Power Supply
PR-120504

Rechargeable Lead Acid Batteries
PR-RB1245AV/ PR-RB 1270AV

The sealed rechargeable lead-acid battery is leak
proof with sharp indications of terminals by solid paint
ink.All batteries are UL/CE Listed

SELECTION

PR RB 1245AV 12VDC, 4.5 amps
PR RB 1270AV  12VDC, 7 amps
UL/CE listed
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