
PR-390G
1/3” SONY CCD
PAL / NTSC
1.0Vp~p / 75 ohm BNC
Interleaved 2:1
500 TVL
      N/A     
0.0001 Lux
>50dB
PAL (1/50~1/100,000s) ; NTSC (1/60~1/100,000S)

Video / DC Drive
DC 12V
120~140mA
C & CS Mount
-25°C ~ + 65°C
0% ~ 96%

MODEL
Image Sensor
Signal System
Video Output
Scan Model

OSD

White Balance

Gain Control
Auto IRIS Lens
Power Requirement
Work Current
Lens
Work Temperature
Work Humidity

SPECIFICATIONS
PR-390Y
1/4” SHARP CCD

480 TVL
N/A
0.05 Lux

On / Off
On / Off
On / Off
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FEATURES
PR-390Y
1/4” SHARP CCD
480 TVL
0.3 Lux
> 50dB
Video / DC Drive
DC 12V 
C & CS Mount Lens

PR-390G
1/3” Sony CCD
500 TVL
0.0001 Lux
> 50dB
Video / DC Drive
DC 12V 
C & CS Mount Lens

MERITS
High grade technical compo-
nents,
Crystal Clear Image Quality

common proprietary housing

APPLICATIONS
Suitable for major indoor & 

especially at the places where the 
light switching is very common.

FEATURES 
1/3” SONY SUPER HAD CCD II
600 TVL PR 2056
700 TVL PR 2056X
SNR > 52dB

0.0001 Lux (Sens-Up x 1024)
OSD Controlled 
D-WDR, 3D-DNR, DN-LSC

SPECIFICATIONS

PR-2056X

PR-390Y / PR-390G

PR-657ESBD/A PR-658ESB

PR-2056

650/700TVL
1/3” Sony Super HAD CCD II
811(H)x508(V)410K Pixels (NTSC)/795(H)x595(V)470K Pixels(PAL)
768(H)x494(V)380K Pixels (NTSC)/ 752(H)x582(V)440K Pixels(PAL)
2:1
More than 52 dB (AGC off)

CVBS : 1.0Vp-p 75ohm
0.1 Lux at F1.2(Color)/0.0001 Lux (Sense up x 1024)
ATW/ PUSH/ MANUAL Adjustable
Auto / Manual (1/60sec~1/100,000 sec NTSC),
(1/50sec~1/100,000 sec PAL)
ON / OFF
Built-in
BLC/HLC/ HBLC/OFF
Low, Middle, High , Auto
OFF, Low, Middle, High, Auto

OFF/ON (8 Zone)
OFF / ON (4 Zone)
ON/OFF
ON/OFF
 Adjustable
English, Spanish,Portuguese,Russian,German,Italian,
Netherland,Korean
-10°C~+40°C/30%~80% RH
-20°C~+60°C/20%~90% RH

Sensor
Total Pixels

Scanning System
S/N (Y Signal)
Frequency

Video Output

White Balance

D-WDR( Wide Dynamic Range)
OSD

AGC( Auto gain control)

Day & Night
Privacy

Image Conversion

Sharpness
Languages

Storage Temperature
Power

MODEL PR-2050 Series

APPLICATIONS
Suitable for large stores, cash counters, major 
building entrances, display windows and 

recommended to use outdoor housings for 

APPLICATIONS
Suitable for large stores, cash 
counters, major building 
entrances, display windows 
and various indoor & outdoor 

MODEL
Image Sensor
Signal System
Synchronizing System

Lens

Auto IRIS

Exposure

White Balance

AGC
BLC

Private Area
Control Mode
Video Output
Day & Night
Work Current
Power
Temperature

PR-650 ESB Series
1/3” Sony CCD
PAL / NTSC
Internal
700 TVL/1000 TVL
C/CS Mount
0.06 Lux / F1.2
DC Drive / Video Drive
Auto Fixed
Auto
0.45
ATW / PUSH / PUSH-LOCK / MANUAL / INDOOR / OUTDOOR
> 52 dB
Auto / Manual, 8 Levels
BLC, HLC, WDR

OSD Menu, Support 8 Languages
1.0Vp~p composite Output (75ohm / BNC)
Auto / Manual
DC 12V/  AC220V
DC 12V (+/- 10%)
-20°C ~ + 50°C

SPECIFICATIONS

FEATURES
1/3” Sony CMOS Sensor
700 TVL  (PR-657 ESB)
1000 TVL(PR-658 ESB)
> 60dB
C/CS Mount Lens
Auto Iris / Manual Iris
0.001Lux /F2.0
DC 12V

info@prolineuk.comwww.prolineuk.comPROLINE UK ELECTRONICS LTD. info@prolineuk.comwww.prolineuk.comPROLINE UK ELECTRONICS LTD.

Super High Resolution CCT V Box Camera
PR-657ESBD / A PR-658ESB

High Resolution Standard Box Camera
PR-390Y / PR-390G

High Resolution CCD PR-2050 Series
PR-2056 / PR-2056X

CCTV TRUE D&N ZOOM CAMERA
Super High Resolution Zoom Camera

SPECIFICATIONS
PR-800 Serie Zoom Box Camera

PAL / NTSC
1.0Vp~p / 75 ohm BNC
Interleaved 2:1

0.08LUX
>50dB
PAL (1/50~1/100,000s) ; NTSC (1/60~1/100,000S)
Auto
On / Off
Auto
VD-DD-AES
DC 12V

-10°C ~ + 50°C

MODEL
Image Sensor
Signal System
Video Output
Scan Model

White Balance

Gain Control
Auto IRIS Lens
Power Requirement
Lens
Work Temperature

PR-800/ PR-822/ PR-836Z

MERITS

High grade technical 
components,
Crystal Clear Image Quality

common proprietary housing

APPLICATIONS

Suitable for major indoor & 
outdoor low light applica-

where the light switching is 
very common.

PR-822/PR-822IR
560 TVL
22x Zoom Lens
(3.9mm ~ 85.8mm)
True Day&Night with ICR

PR-36Z
1/3” CMOS sensor
700 TVL
36x Zoom Lens
F1.6~1.8, f=5.1~51mm
True Day&Night with ICR

FEATURES
PR-800/PR-800IR
480 TVL
10x Zoom Lens
OSD (On Screen Display)
True Day&Night with ICR


