
PR-4312 MIL/ PR-4313 MIL

PR-4314 MIL/ PR-4315 MIL
RF Card Lock

PR-4316 RFC/ PR-4317 RFC

MERITS
Adopts patented sealed capsule driving unit 
instead of Motor, Most stable & durable
Free Handle

part

FEATURE
PR-4314 MIL/ PR-4315 MIL
Adopt patented sealed capsule driving unit instead 
of Motor, Most stable & durable
Dustproof card slot
Most precise & thinnest card slot
Luxurious, Solid & Elegant
Free Handle

FEATURE
PR-4316 RFC/ PR-4317 RFC
Adopt patented sealed capsule driving unit instead 
of Motor, Most stable & durable
Luxurious, Solid & Elegant

Stainless steel transmission structure

SELECTION

SELECTION

MODEL
Dynamic power 

Keeping record

Temperature
Standard color

Door thickness 
requirement
Power supply

Card life

Humidity
Material

Unlock ways

Net weight

4312 MIL/ PR-4313 MIL
100-300mA

250
12 months
-20C ~ 70C

Five Latch (ANSI)
>3.8cm (ANSI)

<10 uA

5 seconds
20%~98%

Zinc Alloy Stainless steel
Five Latch (ANSI reverse)

Override key
3.28Kg

<50 uA (MIL)
<10 uA (RF)

RF Temic (MIL)
Mifare One card (MIL)

IC card (RF), Override key
5 seconds
20%~98%

>3.8cm (four-latch ANSI)
>3.6cm (Euro)

Four-Latch, Five-Latch (Euro or 

250

MODEL
Dynamic power 

Card life

Temperature
Standard Color

Material
Power supply
Gross weight

Unlock ways

Humidity
Door thickness
requirement

Keeping record

100-300mA

Unlimited (RF)

12 months
-20°C ~ 70°C

Five Latch (ANSI)
Zinc Alloy Stainless steel

3Kg

PR-4314 MIL/ PR-4315 MIL, PR-4316 RFC/ PR-4317 RFC

HOTEL LOCK MANAGEMENT SYSTEM
PR-4300 Hotel Lock Series

Proximity Hotel Lock

PR 4318 /PR 4319

MERITS
Elegant Design
Europen Style Demonstrate the grade and 

Composite Structure

Cylinder

cylinder, the internal use of strengthening the 

Data Signal lines

ensure the data transmission more efficent, stable, 
safe
Reliability

normal sense.

hotel management system for consumers to achive 

MODEL
Material 

Type of Card
Encoder
Type
OS
Power Input
Low voltage Warning
Temperature
Humidity
Backup Unlock Mechanism
Dimension

Zinc Alloy

13.56 Mhz Mifare
100

Windows Xp, Vista

<4.8V
-10C~45C
20%~80%

260x70x28mm 260x68x26mm

PR 4318 PR 4319

HOTEL LOCK MANAGEMENT SYSTEM
PR-4300 Hotel Lock Series

MERITS
Stainless Steel, Elegant and firm

Door Thickness from 35mm to 55mm
Low Voltage warning
Access Record Checking

Reliability

SELECTION
PR 4320 IDHS
PR 4320 IDHG
PR 4321 IDFS
PR 4321 IDFG
G : Golden Color      S :  Silver Color
H  : Hump                 F : Flat  

MODEL
Material 

Power Supply
Low Voltage Warning
Type
OS
Card Type
Card Reader
Temperature
Humidity
Backup Unlock Mechanism
Dimension

Stainless Steel

<4.8V

Windows Xp , Vista
S50/S70 Mifare Card

Encoder
0C~45C

20%~80%
Mechanical Key

239x78x28mm   310x78x30mm

PR 4320 IDHS/G PR 4321 IDFS/G

Proximity Hotel Lock
PR 4320 IDHS/G /PR 4321 IDFS/G

BIOMETRIC ACCESS & PIN LOCK
Biometric Access Lock

BIO-150
IP BIO Bio-Access Lock BIO-150

the lock, just need several minutes on one lock. It is Using 4x1.5V standard alkaline 

users. If the fingerprint is not put correctly the handle is free it can provide the door 
against opening by force, and prolong the using of the mechanism of the lock. 
Fingerprint user capacity 150 and password capacity 78.These are easy especially 

Keypad Fingerprint Mechanical Key
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