
960H 960H

SPECIFICATIONS
SPECIFICATIONS

FEATURES

H.264 Video Compression Technology 
User Friendly Graphic User Interface

Video Search Using Time, Date, Events

IE Browser & CMS Support
128 Presets, 8 Cruise
Giga Ethernet Network for Fast Transmission

Enhanced picture detail, an increase in the number of 
pixels by nearly 30%  

700TVL/850TVL / 1000TVL / 1200TVL currently available

ADVANTAGES OF 960H

PR-78604 PR-78608 PR-78616

  Input BNCx4 BNCx8 BNCx16
  Loop-Out

280/240 fps100/120 fps 480/400 fps
1, 4 1, 4, 8 1, 4, 9, 16

  Monitor

HDMI

 Playback
 Search
Smart Search

RCAx4 RCAx8 RCAx16
RCAx1
RCAx1

  Playback & Search 

  Audio Input

  Recording Speed
  (NTSC/PAL)

  Compression Algorithm

  Video 

  Video Mode
  Display Speed (NTSC/ PAL)
  Screen Modes for Live Display

MODEL
Standard H.264 High Profile

  HDD Bay

  Recording Modes

  Video-Out

3TB SATA x 8, eSATA x 1

BNCx4 BNCx8 BNCx16

Embedded Linux

NTSC/PAL Selectable

1xSpot, 1x Main 

960H/D1/CIF, 960x576/704x576/352x288(PAL), 960x480/740x480/352x240(NTSC)

100fps(PAL)
120fps(NTSC)

200fps(PAL)
240fps(NTSC)

400fps(PAL)
480fps(NTSC)

  Web (IE)

  Internal
  External

  1 : Recording bitrate 128 ~ 2Mbps

3 : Supports Auto Cruise, 128 Presets, 8 Cruises

5 : Dual Stream Technology to Encode Recording & Network Stream
6 : HDMI 1080p Video Output & Loop Output

  Remote 
  Management

Support iPhone, Symbian, Android and windows mobile 6.0 & Above

  Backup Device Built-in DVD writer with SATA port

Local Backup by USB, eSATA, Network Backup
Auto-Reboot and Journaling File System

  Dimension (WxDxH), Weight

  Power
0~+50 ℃ / 10~90% RH

430x450x89mm(WxDxH)

AC 110V/ 220V

4 Ch. 8 Ch. 16 Ch.

  Audio Output
  2-Way Audio
Mode
Input
Output
Triggering

Audio

Alarm

Network 
PTZ Control & Port

4 Ch. 8 Ch. 16 Ch.
4 Ch.

Record, PTZ move, alram out, e-mail, etc
RS-485x2 1 for PTZ another for Keyboard 

LAN
Protocol
Others
USB
Remote Controller

RJ-45 Giga Ethernet
TCP/IP, UDP, DHCP, DNS, PPPoE, DDNS, E-mail

10 Users, Online, Dual stream
USB 2.0x2, 1 for Mouse another for USB backup device

Yes

PR-78624 PR-78632

  Input BNCx24 BNCx32

800/960 fps

1, 4, 9, 16, 24, 32

600/720 fps

1, 4, 9, 16, 24
  Monitor

HDMI

 Playback
 Search
Smart Search

RCAx1
RCAx1

  Playback & Search 

  Audio Input

  Recording Speed
  (NTSC/PAL)

  Compression Algorithm

  Video 
  Video Mode

  Screen Modes for Live Display

MODEL
Standard H.264 High Profile

  HDD Bay

  Recording Modes

  Video-Out

3TB SATA x 8, eSATA  x 1
Embedded Linux

NTSC/PAL Selectable

1xSpot, 1x Main 
VGAx1 (1080p, 1920x1080)
HDMIx1(1080p, 1920x1080)

960H/D1/CIF, 960x576/704x576/352x288(PAL), 960x480/740x480/352x240(NTSC)

600fps(PAL)
720fps(NTSC)

800fps(PAL)
960fps(NTSC)

  Internal
  External

  1 : Recording bitrate 128 ~ 2Mbps

3 : Supports Auto Cruise, 128 Presets, 8 Cruises

5 : Dual Stream Technology to Encode Recording & Network Stream
6 : HDMI 1080p Video Output & Loop Output

  Remote 
  Management

Support iPhone, Symbian, Android and windows mobile  6.0 & Above

  Backup Device 
Built-in DVD writer with SATA port

Local Backup by USB, eSATA, Network Backup
Auto-Reboot and Journaling File System

  Dimension (WxDxH), Weight

  Power
0 ~ +50 ℃ / 10~90% RH

430x450x89mm(WxDxH)

AC 110V/ 220V 48W

24 Ch. 32 Ch.

  Audio Output

  2-Way Audio
Mode
Input
Output
Triggering

Audio

Alarm

Network 

Ports

PTZ Control & Port

8 Ch.
4 Ch.

Record, PTZ move, alarm out, e-mail, etc
RS-485x2 1for PTZ another for Keyboard 

LAN

Protocol

USB
Remote Controller

RJ-45 Giga Ethernet
TCP/IP, UDP, DHCP, DNS, PPPoE, DDNS, E-mail

10 Users, Online, Dual stream
USB 2.0x2, 1 for Mouse another for USB backup device

Yes

RCAx16

CORPORATE DVR SERIESCORPORATE DVR SERIES
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