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Megapixel AHD-IR Hood  Camera
PR-AHD 1900 Series

4X Optical Zoom Lens
Megapixel AHD IR PTZ Bullet Camera

38 39

SPECIFICATIONS

Dimensions

PR-AHD 1804 PTZ
 Sony IMX322 Sensor
1080P(1920X1080)

1/25(1/30)s ~ 1/50000s
ICR

0 Lux（IR on）
"AWB, AGC Adjustable"

"Exposure Mode (Auto/Manual)"
Sharpness, Brightness Adjustable

2D-NR/3DNR
Mirror/Flip

Yes
Fixed Iris

IP66
Wall Bracket

153mm×93mm×130mm（L×W×H）
920g

4x Optical Zoom 
50M

0⁰~250⁰
—10⁰~55⁰
0.5⁰~12⁰ /s
0.5⁰~10⁰ /s

255
BNC(AHD)
DC Socket 

DC12V
-35℃~60℃, <95% Humidity

 

Model
Image Sensor
Effective Pixels
Electronic Shutter 
Day & Night
Min. Illumination
Image Settings

Noise Reduction
Image Orientation
Privacy Zone
Iris
Water-proof
Bracket
Dimensions
Weight(gross)
Lens
IR Distance
Pan Rotation Range
Tilt Rotation Range
Pan Speed
Tilt Speed
Preset 
Video
Power
Power Supply
Work Environment

SPECIFICATIONS

Features
2.0MP 1/2.7" HD CMOS Sensor
12pcs High-energy IR LED
4mm /6mm /8mm /12mm 2MP lens,
45-80M IR Range

Features
Sony 2 MP CMOS Sensor
Full HD 1080p/720p High Resolution
0 Lux (IR on)
50m IR Distance
2D/3D Noise Reduction
Weather Proof IP66 Rating
4X Optical Zoom Optional
DC 12V

Features
1.3MP 1/3" HD Sony CMOS Sensor
12pcs High-energy IR LED
4mm /6mm /8mm /12mm 2MP lens,
45-80M IR Range

PR-AHD 1922 IH
2.0MP 1/2.7" HD (OV2710)  CMOS

 1/2.7" 2.0Megapixel CMOS 
 4mm

 12pcs High-energy IR LED
 45-80M IR Range

 IR-CUT
 0.001lux; 0 Lux with IR ON

 50dB
 H.264

 1920x1080@25fps 
 ISS, IE6.0 and above

iPhone, ipad, Android,windows
mobile compatible

 XP,VISITA,7,MAC,Linux Compatible
 Support Multi-Screen software

and CMS;   
 Internal / External optional

 1 RJ45 10M/100M Ethernet port
 -10�~ +55�
 0% - 90%

 DC 12 V/1A
 Maximum 6W

181mm x 157mm
 Approx.750g

Model 
Solution
Sensor
Lens
IR LED
IR Distance
Day/Night
Min. Illumination
Max S/N Ratio
Compression
Image
PC Client and Browser
Mobile phone

Windows
Support

POE
LAN
Working Temperature
Working Humidity
Power Supply
Power Consumption
Dimensions
Weight

SPECIFICATIONS
PR-AHD 1913 IH

1.3MP 1/3" HD (SONY238)  CMOS
 1/3" 1.3Megapixel CMOS 

 4mm
 12pcs High-energy IR LED

 45-80M IR Range
 IR-CUT

 0.001lux; 0 Lux with IR ON
 50dB
 H.264

  1080x960@25fps 
 ISS, IE6.0 and above

iPhone, ipad, Android,windows
mobile compatible

 XP,VISITA,7,MAC,Linux Compatible
 Support Multi-Screen software

and CMS;   
 Internal / External optional

 1 RJ45 10M/100M Ethernet port
 -10℃~ +55℃

 0% - 90%
 DC 12 V/1A

 Maximum 6W
181mm x 157mm

 Approx.750g

Model 
Solution
Sensor
Lens
IR LED
IR Distance
Day/Night
Min. Illumination
Max S/N Ratio
Compression
Image
PC Client and Browser
Mobile phone

Windows
Support

POE
LAN
Working Temperature
Working Humidity
Power Supply
Power Consumption
Dimensions
Weight

1.3 Megapixel AHD-IR Hood  Camera
PR-AHD 1913 IH

PR-AHD 1913 IH

PR-AHD 1913 IH


