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SPECIFICATIONS

PR-IP - 9010 IRX
1/2.8" Sony Exmor CMOS Sensor

1080P(1920X1080)
 1/25s ~ 1/100000s

F1.6~F22
ICR

0.01lux@(F1.6,AGC ON), 0 Lux with IR
G.711-U law

"AWB, AGC Adjustable"
"Exposure Mode 

(Auto/Iris Priority/Shutter Priority/Manual)"
Sharpness, Saturation, Brightness & 

Contrast Adjustable
Digital WDR
2D&3D-DNR
Mirror/Flip

Yes
Yes

Ambarella A5S 
H.264

"50HZ:25fps(1920x1080) 60HZ:
 30fps(1920x1080)"

32kbps-16Mbps
VBR/CBR

 Five levels under VBR;
Free adjustment under CBR

5.1-51mm
Auto Iris

 

IP66
Wall Bracket(optional)

153mm×93mm×130mm（L×W×H）
920g
10X
80M

0⁰~250⁰
—5⁰~55⁰

0.5⁰~12⁰/s
0.5⁰~10⁰/s

256
RJ45 (+PoE)

DC 12V (optional)
32G at most（Optional）

1 audio input, 1 audio output(optional)
1 alarm input, 1 alarm output(optional)

IE Browsing, CMS 3 Control Software
Supports simultaneous monitoring for

 up to 4 users with multi-stream
real time transmission

TCP/IP, UDP, DHCP, NTP, RTSP, 
PPPoE, DDNS, SMTP, FTP

Support 
100Mbps
（Optional）

DC12V/PoE
-35⁰C~60⁰C, 10%~90% Humidity

 

Model
Image Sensor
Effective Pixels
Electronic Shutter
IRIS 
Day & Night
Min. Illumination
Audio compression
Image Settings

WDR Range
Noise Reduction
Image Orientation
Privacy Zone
Motion Detection
Main Chip
Video Compression
Resolution

Bit rate
Encode Mode
Image Quality

Lens
Iris

Water-proof
Bracket
Dimensions
Weight(gross)
Optical Zoom
IR Distance
Pan Rotation Range
Tilt Rotation Range
Pan Speed
Tilt Speed
Preset Position
Network
Power
TF Card
Audio  
Alarm
Remote Monitoring
User Access

Network Protocol

ONVIF
Ethernet
PoE
Power Supply
Work Environment

 DIMENSIONS   
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Features

10 4.9mm - 49mm )
True Day / Night with ICR Filter.

30
127 Preset 
127
Onvif Profile-S / SDK / CGI
H264- High Profile 
Wall & Ceiling Mountable 
DC 12v PoE 802.3af 

SPECIFICATIONS

PR-IP 8010 VPTZ

Model
Lux
Zoom
Angle Of View
Max Res./ Max Frame
D1
Tilt Speed
Preset

Group
Video Output
Control Method
Compression
Streaming

I Frame
Brightness / Sharpness
Gain Control

Text Overlay
Masking
Ethernet
TCP/IP
Compliance
RTSP Video
Web Language
Recording
Network Protocols:
Power
Temperature

Approvals
Dimensions
Product Weight

PR IP-8010VPTZ
0.1Lux (Colour) / 0.01Lux (B/W)

73.8°-4.1°
1920x1080 30/25 fps

True Day / Night with ICR Filter.
Tilt :180°(Auto-Flip), 95° (Normal)

1v p-p BNC Video
Onvif Profile-S / SDK / CGI

H-264 High Profile / Base Profile / Main Profile or MJPEG

VBR quality 1 - 9 values (9 Highest) / CBR fixed quality as bitrate

Variable 0~100 / 0~100
Auto / Fixed 8~102dB

Time / Date / Camera / Custom OSD
5 User defined masking areas < 8% of total picture

1 Ethernet (10/100 Base-T) RJ45 Connector, one network Coupler supplied
IPv4 / IPv6 (DHCP / Fixed)

Onvif v2.2 (Profile S)

English, Chinese, Russian, Polish

10% - 85% RH
CE / FCC / RoHS Compliant / IP66 / IK6

See CAD diagrams for Size Details
1.3kg / 2.73lb

DIMENSIONS

Proline UK IP HD Series
10X Optical Mini Speed Dome

Proline UK IP HD Series
Megapixel IR Bullet PTZ Camera

Features
1/2.8" Sony Exmor CMOS Sensor
Full HD 1080p(1920x1080)
Digital WDR
2D&3D Digital Noise Reduction
5.1~51mm Lens
10x Optical Zoom
80m IR Range
256 Preset Positions
IP66 weather proof
100Mbps Ethernet
PoE(Optional)
Power DC 12V

2 Megapixel Resolution


