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Proline UK Wireless Transmission Device
5.8 GHz / 50 km Wireless Transmission Device

Proline UK Wireless Transmission Device
5.8 GHz / 300 Mb Wireless Transmission Device

SPECIFICATIONS

PR-TW 1034 
IEEE 802.11a/n; IEEE802.3u

Atheros AR7240+AR9280
32M Byte
8M Byte

2 x 10 / 100 Base-T RJ45 Interface
OFDM

-802.11a:54, 48, 36, 24, 18, 12, 9 6 Mbps
-802.11n: (20-Mhz bandwidth: MCS 0~15 support data rate)
-802.11n: (40-Mhz bandwidth: MCS 0~15 support data rate)

5.15~5.35 GHz
5.47~5.7 GHz

5.745~5.825 GHz
Up to 29 ± 2 dBm

-92 dBm @ 11Mbps, -73dBm @54Mbps, -73/-69 dBm @ HT20HT4 0 MCS15
-64-bit/128-bit/152-bit WEP encryption

-WPA/WPA2(-PSK using TKIP or AES) WPA/WPA2(-EAP using TKIP);
-802.1x Authenticator; Hide SSID in beacons

External dual antenna type
Operation Mode - AP/ Client Bridge/WDS Bridge PtP and PtMP (up to 8 links)

Channel Selction (Setting varies by Country)
Transmit power adjustable stepper 1dBm

Model
IStandard Complaince
CMOS chip
SDRAM
Flash
Network Interface
Radio Frequency Type
Transmission Rate

Frequency

Transmission Power
Sensitivity
Security System

Antenna Type
Operation Mode

 

SPECIFICATIONS
PR-TD 5050 K

IEEE 802.11 silicon to non-standard; IEEE802.3; IEEE802.3u; IEEE802.3af
64M Byte
16M Byte

Proprietary 5GHz based on 802.11a OFDM
64QAM 3/4, 64QAM 2/3, 16QAM 3/4, 16QAM 1/2, QPSK 3/4, QPSK 1/2,

BPSK 3/4, BPSK 1/2
5120~6060MHz

300mW ( Adjustable Output Power )
Atheros AR5414 (USA) CPU: Intel

Auto sensing MDI/MDI-X Ethernet 10/100Base-TX:RJ-45
-92 dBm@ 6Mbps; -72dBm @ 54Mbps, PER < 10%

N-type external high gain antenna
AES 256-bit encryption

Operation Mode-Wireless PtP Bridge
Channel Bandwidth adjustable 5/10/20/40 MHz

Adjustable transmit power
Support Spanning Tree settings

Web-based configuration via popualr browser (IE, Netscape, Google Chrome)
Windows tool for view and find device

Firmware upgrade and configuration backup/restore via Web
802.1Q VLAN pass-through

Real time local and remote link test tools RSSI( 5 LEDs)
EventLog

Remote Log Server
SNMP v1/v2c

MIB support: MIB I, MIB II(RFC-1213) and Private MIB
Support Time settings
Hardware Watch dog

Operating Temparature: -30 ~+70⁰C
DC 48 Volt ± 55%; 0.83A(Max.) AC adapter Ac 100 V ~ 240V

Windows 2000/XP/Vista/Windows 7
One Year limited

Model
IStandard Complaince
SDRAM
Flash
Radio Frequency Type
Modulation

Frequency Band
Transmission Power
Types of chips
Access Point Interfaces
Sensitivity
Antenna Type
Security Systems
Wireless Setting

Software/Firmware

Operating Environment
Power
Network Management
System OS Support
Warranty

Features   
High-speed wireless data connection antenna
29dB high-power output
The design of water corrosion
Industrial-grade hardware and software design
Suitable for large projects   
RJ 45 Network Interface
Dual External Antenna

Features    
Anti-Interference for Rural Connectivity Platform
40Mbps over 50Km connection
IP68 rated enclosure for dust and water protection
Wireless TDMA transmission technology
Broadband networks can be adjusted automatically
Multiple IP camera transmissions under PtP mode
The transmission distance up to 50KM, 
Can be used in backbone network transmission

Video Camera
DVR

Video Surveillance Systems 

High Band Width
Wirelss Transmission Device

High Band Width
Wirelss Transmission Device

TV Wall

Server

Remote Control

Control Center

Control Center

TV Wall

Server

Remote Control

5km

5km
PoE

Solar Controller

AC Output

Video Camera
DVR

Video Surveillance Systems 

Battery

SPD

Solar Panels

PoE

86 87


