
PRD-7012X
1/4” Interline Transfer CCD
Auto Day&Night, Color and B/W
128 Presets
Privacy Zone: 4 (samsung 12X)
Preset speed: Max. 360°/Sec
Pan and Tilt: Pan 360° Endless, Tilt: 90°

RS-485 Remote control (Pelco-D, Pelco-P selectable)

FEATURES
PRD-7000
1/3” SONY Super HAD CCD
700 TVL Color 
Upto 80 presets points
Line Scanning
RS-485 Control Interface
Built-in OSD

MODEL
Image Sensor
Signal System

Focus
Digital Zoom
Zoom Speed

Focus Length
Day & Night
Gain Control
White Balance
Man Speed (P/T)
Auto Speed (P/T)
Pan Range
Tilt Range

360° C Run Mode
OSD System

Water-Proof
Power Supply
Dimensions

PRD-7000
1/3” SONY Super HAD CCD

PAL / NTSC
PAL: 768x494 ; NTSC: 752x582

700 TVL 
0.7 Lux / F1.8 (50 IRE) Color ; 0,02 Lux 

/ F1.8 (50 IRE) B/W
>50dB (AGC Off)

Auto / Manual / One Push

NTSC: 1.67s wide to tele ; PAL: 1.75s wide
to tele

f=3.8 ~ 38mm
Auto 1, Auto 2, Color, B/W (ICR)

Normal, High, Off Selectable
ATW / AWC / Manual (1800° K-10,500° K)

Low/Middle/High/Off Selectable
Min: 1.5°/ s, Max: 120°/s
Min: 1.5°/s , Max: 240°/s

360°
0~90°

160 presets

auto clear screen
-10°C~50°C / 0%~80% RH

IP-65
DC 12V / 1.5A
160x151mm

SPECIFICATIONS

SPECIFICATIONS

Model
Image Sensor

Focus Length

Zoom
Privacy Zone
Day&Night
IR Distance
White Balance
BLC
Manual Speed
Preset Speed

Video Ouput
Preset

Swing
Group
Group Preset
Remote Control
Waterproof
Fan and Heater

Menu
Alarm

Net Weight

PRD-7012X 
1/4 inch, Interline Transfer CCD 
795(H) x 596(V), 752(H) x 582(V) 
Color 560TVL, B/W 680TVL 
f=3.94 to 46.05mm(F 1.67 to 1.88) 

0Lux/F1.8 (50 IRE)
52 dB (AGC Off,Weight ON)

4
IR-Cut
50M

Auto Tracking White Balance, Auto White Balance Control, Manual
Low/Medium/High/Off

Max 300°/Sec
Pan 360° (Endless), Tilt: 90°

Composite Video Signal 1.0Vp-p(75Ω,BNC)
128

4
4 (Independently Edit Stay, Residence Time and Speed)

128 Preset/Group
RS-485 (Pelco-D, Pelco-P)

IP66
Auto temperature control
Transient voltage 6000V

4CH alarm in, 1CH output
-40℃～+60℃

≤90%
DC12V / 4A

2.5KG
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MINI SPEED DOME CCTV Camera
PRD-7000 Series

SPECIFICATIONS

FUNCTIONS
OSD Support
Speed Limit Support
Tracks  4 Programmable 
 16 Preset per Track
 2 Scanning Tracks

Alarm 4 Input, 2 Output
Presets 128

Remote Address Protocol & Baud Rate

EXPLOSION PROOF JUNCTION BOX 
Explosion-proof mark Exd II CT6/DIP A20 TA, T6
Stainless steel 304 or 316L

The number of outlet holes 5
Outlet hole thread size G-3 / 4 "

Atmospheric Pressure   
Ambient Temperature

Ex-proof Marking 

Structure 
Material

Tracks Speed Level

: 80KPa ~ 106KPa
: -25⁰ C ~ +60⁰ C 
: >95%
: Exd II CT6 / DIP A20 TA, T6
: IP 68
: Dome Type, Double Shade Design
: 16L Double Stainless Steel 
  (Marine Environments, ChlorineTanker)
   304 Double Stainless Steel
   (Acid Based Chemical outdoor Environments)
:  0⁰ ~ 300⁰/ S 

FEATURES (HOUSING)

1/4” Sony Super HAD CCD
NTSC: 768()x494(V), PAL: 752(H)x582(V)

Internal/Extrinsic
VBS 1.0Vp-p 75Ω

Auto/ Manual
15.625KHz(H) 50Hz(V)

    700TVL      1000TVL / 2.0Megapixel 
>50dB

Auto Manual
0.1⁰ ~ 300⁰/s
0.1⁰ ~ 130⁰/s

90⁰ (180⁰ auto overturn)
128 max

-35⁰C ~ 55⁰C
AC 24V

1/3 ~1/10,000s
0.01Lux

f=4.1 ~ 73.8mm, 18X

1/50 ~1/10,000s
0.25Lux

f=3.6 ~ 79.2mm, 22X

1/3 ~1/10,000s
0.01Lux

f=3.5 ~ 91mm,  26X

1/1 ~1/10,000s
0.01Lux

f=3.4 ~ 122.4mm, 36X

PR-7918 EX PR-7926 EX PR-7927 EX PR-7937 EXModel
Image Sensor

Video Output
White Balance
Scanning Frequency 

Focal Length
Focal & IRIS
Pan Speed
Tilt Speed
Pan Range
Tilt Range
Preset

Working Temperature
Power Supply 

Explorion Proof High Speed Dome
PR-7900 EX Series


