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Features
5 Megapixel Progressive Scan sensor
3D + 2
Support Digital Wide Dynamic Range
Power over Ethernet
Provides °180  &° 360  Degree Panorama view 

Video Output
H.264/MJPEG/MPEG3)4GPP only) Video Compression 
Support SD card slot
Support iPhone, iPad, Android

Free Bundle 36

PR IP-8079 FE
5 Megapixel CMOS Sensor
1920x1920 @ 360° View

0.5Lux @ F1.2
Mechanical IR cut Filter

Fish Eye 185° F=2.0
Board View, Double Board, Triple View, 

Quad View
Video Out on IP Address OSD

VBR/CBR Control / BLC

1 ~ 6Mbps (CBR / VBR Configurable)
Brightness Contrast, Sharpness, Exposure

White Balance, WDR
10/100 Base-T RJ-45 Interface

IPv4/ IPv6 (DHCP/Fixed)
Onvif 2.2 Profile

IEEE802.03af

HTTP, TCP/IP, IPv4, UDP, SMTP, FTP, DHCP,
DDNS, NTP, DNS, ARP, RTSP, RTP

Micro SD slot for Local Recording 

1x Line in & 1x Line out
U-Law PCM 8KHz

AC/DC Switching Mode 
AC 100~ 240V, Out put DC 12V/2.0A

 0°C ~  50°C
20% ~ 80% RH

Model
Sensor

Day & Night
Lens
Image Layout

Video Output
Video Control

Compression
Bit Rate
Image Adjustments

Ethernet
TCP/IP
Compliance
PoE
Web languages
Network Protocols

Memory Card Slot

Input / Output
Audio Compression

Power 

Temperature

SPECIFICATION

INSTALLATION

PROLINE UK ELECTRONICS LTD. is the member 
of Onvif (Open Network Video Interface Forum)

The series is enable IEEE 802.3af, Class 3 standard of 

recording on local built-in micro SD card or over remote FTP server. The 
TCP/IP IPv4 and IPv6 (DHCP fixed) versions are incorporated.

PoE(Power Over Ethernet) 

Proline UK IP HD Series
5.0 Megapixel IP HD 360 ° Fish Eye Camera

Proline UK IP HD Series
4 Megapixel IP HD 360 ° Fish Eye Camera
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SPECIFICATIONS
PR-Fish Eye

1/1.7", 4 Megapixel, progressive scan CMOS
Auto/Manual, 1/6~1/8000 s

1.8mm Fixed Lens
Color:0.02 Lux (F1.4 50IRE)

Black & White: 0.01Lux (F1.4,50IRE)
IR-cut filter with auto switch (ICR)

Up to 15m IR range
>55dB

4000*3000
H.265/H.264/MJPEG

4000*3000 Max 20 fps
Support

6
Support
Support
G.711

Support
Micro SD, up to 128 GB

L2TP, IPv4, IGMP, ICMP, ARP, TCP, UDP, DHCP, PPPoE, 
RTP, RTSP, DNS, DDNS, NTP, FTP, UPnP, HTTP, SNMP, SIP

ONVIF, IMOS, API
Audio Cable

Input: impedance 35kΩ; amplitude 2V [p-p]
Output: impedance 600Ω; amplitude 2V [p-p]

2/1
1 RJ45 10M/100M Base-TX Ethernet

1 BNC, impedance 75Ω; amplitude1V [p-p]
12V DC,or POE (IEEE802.23 af)

Power consumption: 9W, max 16 W (IR Led, 4.2W)
Φ149mmx51.5mm(Φ5.9” x 2.0”)

<1.4kg(3.1lb)
-30°C ~ + 60°C ,Humidity ≤ 90% RH(non-condensing)

IK10
IP66

Model
Image Sensor
Shutter
Lens
Min. Illumination

Day/Night
IR Range
S/N
Max.Resolution
Video Compression
Frame Rate
ROI
Video Streaming
OSD
Privacy Mask
Audio Compression
Two-way Talking
Edge Storage
Protocols

Compatible Integration
Audio I/O

Alarm I/O
Network
Video Output
Power Supply

Dimensions(ØxH)
Weight
Working Environment
Vandal Resistant
Ingress Protection

 DIMENSIONS   

Features 

Ultra wide angle, 360° monitoring with no blind point
360° IR lighting, up to 15 meters
3D DNR (Digital Noise Reduction)
Support 4000*3000 resolution, more clear image
H.265/H.264/MJPEG
Embedded voice picker and speaker, support two-way talk
Support distortion correction
Wide voltage range of ± 25%
IK10 vandal resistant, IP66


