
WALL MOUNT DOOR HOLDERS
Wall & Floor mount Door Holder

PRWD-216 / PRWD-218
PRWD 218

70Kg(150Lbs)
Suitable for smokeproof Door

<20 degree
12V/100mA (24V / 50mA)

Armature Zinc alloy
ABS

75Lx90Wx35H(mm)
 0.82kg

MODEL
Holding force

Temp
Voltage
Material
Body
Dimension
Weight

PRWD 212
70Kg(150Lbs)

Suitable for smokeproof Door
<20 degree

12V/80mA (24V / 40mA)
Armature Zinc alloy

Shell high temperature paint
80x80x105mm(LxWxH)

 1Kg

PRWD 210
70Kg(150Lbs)

Suitable for smokeproof Door
<20 degree

12V /24V DC 100mA (24V 50mA)
Armature Zinc alloy

80x80x40mm(LxWxH)
0.82Kg

PRWD 214
70Kg(150Lbs)

Suitable for smokeproof Door
<20 degree

12V/100mA (24V / 50mA)
Armature Zinc alloy

High temperature paint
88x88x27mm(LxWxH)

 0.9Kg

MODEL
Holding force

Temp
Voltage
Material
Body
Dimension
Weight

PRWD 216
70Kg(150Lbs)

Suitable for smokeproof Door
<20 degree

12V/100mA (24V / 50mA)
Armature Zinc alloy

High temperature paint
80x80x120mm(LxWxH)

 1.1Kg

Basic Wall mount /Extended wall mount Door Holder
PRWD-210 /PRWD-212 / PRWD-214

PRWD-210 PRWD-212 PRWD-214

PRWD-216

PRWD-218

PR -1090 HL

PR-1092 HL

PR-1097 HL

HOTEL LOCK MANAGEMENT SYSTEM

Color
Voltage
Current
Time
Type
Material

Standard

White
110~220V AC

16 A
15 Sec
Laser

-10°C ~ 65°C
10~ 95% RH

GB10979-89, ST 
3274-90

Hotel Lock Key Switch
PR-4348 ESS
MERITS

Cent percent perfect performance
Strong fire proof polycarbonate 
material

Hotel Lock Card Programmer
PR-4345 PCP/ PR-4346 IDP

FEATURE
PR 4346 IDP

supply
Self-detect light

2003 / XP/ VISTA
Wireless Data collector communicate port 
built-in 

FEATURE
PR 4345 PCP
Capacity 8K byte,organized in 16 
sectors with 4 blocks of 16 bytes each 
(one block consists of 16 bytes)
Frequency 35MHZ 
Read & write distance 2.5-10cm 

Write endurance over 100,000 cycles 

HOTEL LOCK MANAGEMENT SYSTEM
PR-1000HL Series Hotel Locks

230
Infrared auto wakeup sensor, which is waterproof, dustproof and scratchproof

500DPI
1 second 

˂0.1%
˂0.001%

3-12 digits

Chandle, Ehandle for choice, customer requested type is also available
100% Stainless steel with 304 grade

Round Hole with hidden cylinder cover or ground belly hole bare for your choice
Yes

72mm, 85mm
30, 40, 45, 50, 55, 60mm is available

Yes

Yes
20%- 80%

-10  ◦C  - 60  ◦C
Yes
Yes
Yes

Sensor

FRR
FAR
Keypad
Password length

Handle
Material
Cylinder hole
Deadbolt Spanner
Axis Distance from handle center to cylinder
Backset

Mechanical key for emergency

Low Voltage warning
Humidity
Working Temperature
Door Sensor

200
EM, Mifare Card Reader

<0.5s
˂0.1%

˂0.001%

3-12 digits

C Handle

Hidden cylinder cover
Yes

68mm, 92mm
60mm & 70mm is available

Yes

Yes
20%- 80%

-10  ◦C  - 60  ◦C
Yes
Yes
Yes

Card

FRR
FAR
Keypad
Password length

Handle
Material
Cylinder hole
Deadbolt Spanner
Axis Distance from handle center to cylinder
Backset

Mechanical key for emergency

Low Voltage warning
Humidity
Working Temperature
Door Sensor

100
1 second 

4-12 digits

Chandle, Ehandle for choice, customr requested type is also available
100% Stainless steel with 304 grade

Round Hole with hidden cylinder cover or ground belly hole bare for your choice
Yes

72mm, 85mm
30, 40, 45, 50, 55, 60mm is available

Yes

Yes
20%- 80%

-10  ◦C  - 60  ◦C
Yes
Yes
Yes

Keypad
Password length

Handle
Material
Cylinder hole
Deadbolt Spanner
Axis Distance from handle center to cylinder
Backset

Mechanical key for emergency

Low Voltage warning
Humidity
Working Temperature
Door Sensor

info@prolineuk.comwww.prolineuk.comPROLINE UK ELECTRONICS LTD. info@prolineuk.comwww.prolineuk.comPROLINE UK ELECTRONICS LTD.102 103


